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Microprocessor Bargraph Display Panel Meter

48 (W) x144 (H) x121.5 (D)
DIN 3116

PB-2471
Dual Row 4-digit 7-segment LED
Dual Column 101-segment LED

Bargraph Display
Totally 8 Set Points

-1999 ~ +9999 -

20mA, 200mA, 5V, 10V,
20V ,200V
(Refer to Input Signal Setting)

4 Relay

85 ~ 265V AC or
18 ~ 36V DC

Expand to 8 Relay

4~20mA, 0~20mA, 2~10V
and 0~10V

RS-485 (Modbus)

Non-Linear Tank Volume
Conversion Feature (20 points)

A05

48 (W) x144 (H) x121.5 (D)
DIN 3/16

PB-1471

4 Digits 7-Segment LED
101 LED Bargraph Display
Totally 6 Set Points

-1999 ~ +9999 -

20mA, 200mA, 5V, 10V,
20V ,200V
(Refer to Input Signal Setting)

4 Relay

85 ~ 265V AC or
18 ~ 36V DC

Expand to 6 Relay

4~20mA, 0~20mA, 2~10V
and 0~10V

RS-485 (Modbus)

Non-Linear Tank Volume
Conversion Feature (20 points)

A06

144 (W) x48 (H) x121.5 (D)
DIN 3/16

PB-1470

4 Digits 7-Segment LED
101 LED Bargraph Display
Totally 6 Set Points

-1999 ~ +9999 -

20mA, 200mA, 5V, 10V,
20V ,200V
(Refer to Input Signal Setting)

4 Relay

85 ~ 265V AC or
18 ~ 36V DC

Expand to 6 Relay

4~20mA, 0~20mA, 2~10V
and 0~10V

RS-485 (Modbus)

Non-Linear Tank Volume
Conversion Feature (20 points)

AO07

144 (W) x48 (H) x121.5 (D)
DIN 3/16

PB-1570

5 Digits 7-Segment LED
101 LED Bargraph Display
Totally 6 Set Points

-19999 ~ +32767 -

20mA, 200mA, 5V, 10V,
20V ,200V
(Refer to Input Signal Setting)

4 Relay

85 ~ 265V AC or
18 ~ 36V DC

Expand to 6 Relay

4~20mA, 0~20mA, 2~10V
and 0~10V

RS-485 (Modbus)

Non-Linear Tank Volume
Conversion Feature ( 20 points)
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Microprocessor Digit Display Panel Meter

96 (W) x48 (H) x128.5 (D)
DIN 1/8

PM-1430

4 Digits 7-Segment LED
Totally 4 Set Points

-1999 ~ +9999 -

20mA, 200mA, 5V, 10V,
20V ,200V
(Refer to Input Signal Setting)

2 Relay

85 ~ 265V AC or
18 ~ 36V DC

Expand to 4 Relay

4~20mA, 0~20mA, 2~10V
and 0~10V

RS-485 (Modbus)

Non-Linear Tank Volume
Conversion Feature (20 points)

A09

96 (W) x48 (H) x128.5 (D)
DIN 1/8

PM-2430

Dual Channel Signal Input
Dual 4 Digits LED Numeric Display
Totally 4 Set Points

-1999 ~ +9999 -

20mA, 200mA, 5V, 10V,
20V ,200V
(Refer to Input Signal Setting)

4 Relay

85 ~ 265V AC or
18 ~ 36V DC

4~20mA, 0~20mA, 2~10V
and 0~10V

RS-485 (Modbus)

Non-Linear Tank Volume
Conversion Feature (20 points)

A10

96 (W) x48 (H) x128.5(D)
DIN 1/8

PM-1530

5 Digits 7-Segment LED
Totally 4 Set Points

-19999 ~ +32767 -

20mA, 200mA, 5V, 10V,
20V ,200V
(Refer to Input Signal Setting)

2 Relay

85 ~ 265V AC or
18 ~ 36V DC

Expand to 4 Relay

4~20mA, 0~20mA, 2~10V
and 0~10V

RS-485 (Modbus)

Non-Linear Tank Volume
Conversion Feature (20 points)

A1

96 (W) x48 (H) x128.5(D)
DIN 1/8

PM-1430-W (4 digit)
PM-1530-W (5 digit)

5 Digits 7-Segment LED
Totally 4 Set Points

-1999 ~ +9999 -
-19999 ~ +99999 -

20mA, 200mA, 5V, 10V,
20V ,200V
(Refer to Input Signal Setting)

4 Relay

20 ~ 250Vac/Vdc 50/60Hz

4~20mA, 0~20mA, 2~10V
and 0~10V

RS-485 (Modbus)

Non-Linear Tank Volume And
Input Signal Conversion
('each 20 points)

A12




